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COBEPIUEHCTBOBAHUWE TEXHOJIOTMW CYLLKN ®YTEPOBKWU AOMEHHbIX
NEYEWN B YCNTOBUAX OAO «METANNYPTMYECKUUN KOMBUHAT
«3AMOPOXCTAIb»

1

@ 3anopoxckas zocydapcmgeHHast UHIKEeHepHast aKkademusl,
2 o
@ 0a0 Memannypeuueckuil KombuHam «3anopoxcmanios

MpoaHanizoBaHO cnocobu CyLwiHHA byTepiBKM OOMEHHMX Neyen nepepn 3agyBaH-
HAM. [na ymoB neden gomeHHoro uexy BAT «MeTanypriiHuii kKoMGiHaT «3anopikcTanb»
3anpornoHOBaHO yAOCKOHaNeHUN cnocib CyLwiHHA yTepiBKu.

[MpoaHanuanpoBaHbl CnOCOObLI CyLWKM OYTEPOBKM AOMEHHbLIX Neyen nepen 3anys-
kon. OAns ycnosui neden pgomeHHoro uexa OAO «Metannypruyeckuin kombuHat
«3anopoxcranb» npeanoXeH yCoBepPLUEHCTBOBAHHbIM CNOCOD CYyLLKN yTEPOBKMU.

The methods of drying of linning for blast furnaces before blowing out have been
analysed. For conditions of blast furnaces of the «Metallurgical plant «Zaporizhsteel» the
advanced method of drying of linning has been offered.



