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МЕТОДИКА ВИЗНАЧЕННЯ ТЕХНІКО-ЕКОНОМІЧНИХ ПОКАЗНИКІВ 
КОМБІНОВАНИХ СИСТЕМ ГІДРОЕНЕРГЕТИЧНОЇ УТИЛІЗАЦІЇ 

МЕТАЛУРГІЙНИХ ПІДПРИЄМСТВ 
Запорізька державна інженерна академія 

Представлена методика определения технико-экономических показателей 
комбинированных систем гидроэнергетической утилизации предприятий 
металлургического профиля Запорожского региона, а также выполнен расчет 
оптимальной комбинированной системы гидроутилизации с целесообразным 
уровнем гидроакку-муляции для доменного цеха ОАО «Металлургический комбинат 
«Запорожсталь». 

Наведено методику визначення техніко-економічних показників комбінованих 
систем гідроенергетичної утилізації підприємств металургійного профілю 
Запорізького регіону, а також виконано розрахунок оптимальної комбінованої 
системи гідро-утилізації з доцільним рівнем гідроакумуляціі для доменного цеху ВАТ 
«Металургійний комбінат «Запоріжсталь». 

The method of determination of techno-economic parametres of the combined 
systems of hydroenergetic utilization of plants of metallurgical type of the Zaporizhzhya 
region has been presented, and also analysis of the optimal combined system of 
hydroutilization with the economic expedient level of hydro accumulation for the blast-
furnace shop of ОSP the «Metallurgical plant « Zaporizhsteel» has been realized. 

 


